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 Redundant length and angle sensor: ACQ

 
Input/output module: 
IO-MODE

 
Input/output module: IO-MODE

 
Absolute multi-turn 
magnetic encoder 

 
Main CAN BUS controller: mc²m

 
Double potentiometer length 
sensor: CCR

 Main CAN BUS controller: mc²m

 6,5’’ colour display: Tera 6

 
12’’ touchscreen colour display: Tera 12

 
Redundant length and angle sensor: ACQ
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MAIN FUNCTIONS PERFORMED

Access platform global control –

Load Moment Indicator Function –

Colour multifunction graphic display –

Movements control system with  –
proportional outputs

turret rotation control• 

booms lifting/lowering• 

booms motion control• 

dynamic speed modulation• 

Movements control ON/OFF –

basket rotation control• 

basket opening/closing• 

Weights and barycenters control –

stability control• 

360° stability control in according with • 
outriggers extension  

Black box data logger   –

 

 

 

 

 

 

 



Northern (Head Office)
English Street
Hull  HU3 2BT
Tel: +44 (0)1482 227333
Fax: +44 (0)1482 587710

Email: info@hird.co.uk

Central
Unit 2, Milethorn Lane 
Doncaster  DN1 2SU
Tel: +44 (0)1302 341659
Fax: +44 (0)1302 341675

Email: doncaster@hird.co.uk

Southern
Unit 8, Redhill 23 Business Park 
Holmethorpe Avenue, Redhill  RH1 2NB
Tel: +44 (0)203 174 0658
Fax: +44 (0)1737 773188

Email: london@hird.co.uk
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