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Winlet Ground Pressures

Load on wheels with payload as described in max. reach
Traction wheel Steering wheel
Payload Axle Point Axle
Diameter Width weight pressure load Diameter Width pressure Point load
Winlet [em] [em] lkg] [N] [N/em?2] [em] [em] [N] [N/em2]
350 40.5 12.2 200 8170 16.5 25 8 100 0.5
350* 40.5 12.2 200 8170 8.3 25 8 100 0.5
600 45.7 18.2 300 13600 16.4 33.8 13.8 1000 2.1
600* 45.7 18.2 300 13600 8.2 33.8 13.8 1000 2.1
575 45.7 18.2 300 13250 15.9 34 13.5 1000 2.2
575* 45.7 18.2 300 13250 8.0 34 13.5 1000 2.2
785 46.2 16.8 400 18750 24.2 33.8 13.8 1000 2.1
785* 46.2 16.8 400 18750 12.1 33.8 13.8 1000 2.1
1000 46.2 16.8 500 23500 30.3 30 13.5 1000 2.5
1000* 46.2 16.8 500 23500 15.1 30 13.5 1000 2.5
* with twin wheels
Load on traction wheels with out payload Load on steering wheels with max. load
Traction wheel Steering wheel
Payload Axle Point Axle
Diameter Width weight pressure load Diameter Width pressure Point load
Winlet [em] [em] [kg] [N] [N/em2] [em] [em] [N] [N/em2]
350 40.5 12.2 0 3085 6.2 25 8 3000 15.0
350* 40.5 12.2 0 3085 3.1 25 8 3000 15.0
600 45.7 18.2 0 5300 6.4 33.8 13.8 7000 15.0
600* 45.7 18.2 0 5300 3.2 33.8 13.8 7000 15.0
575 45.7 18.2 0 5125 6.2 34 13.5 5300 11.5
575* 45.7 18.2 0 5125 3.1 34 13.5 5300 11.5
785 46.2 16.8 0 7375 9.5 33.8 13.8 6500 13.9
785* 46.2 16.8 0 7375 4.8 33.8 13.8 6500 13.9
1000 46.2 16.8 0 9250 11.9 30 13.5 12000 29.6
1000* 46.2 16.8 1] 9250 6.0 30 13.5 12000 29.6

* with twin wheels
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